
 
 

 
 

 

 

 

 

 

 

 

 

  

 

  

  

 

 

 

 

 

 

 

 

 

  

 

 

 

 

D/C high powered fused distribution 

Size L x W x D inch Weight lb. Product # 

12 x 8.8 x 4.8 3.3 PPD500 

Fuse Product # 

80 amp GANL80 
100 amp GANL100 
150 amp GANL150 
200 amp GANL200 
250 amp GANL250 
300 amp GANL300 
350 amp GANL350 
400 amp GANL400 
500 amp GANL500 

 
For info on Sterling-Power products visit: www.Sterling-Power-USA.com or email info@Sterling-Power-USA.com  Phone: 207-226-3500 

PPrroo
PPoowweerr  DDiissttrriibbuuttiioonn  

 Pro
Power Distribution: 

The 
Pro

Power ensures your D/C electrical distribution system 

is safe and compact. It provides a single connection point to 

which all DC cables can be terminated. It does away with 

needing a fuse for each cable and allows each connection to be 

identified and easy to access. The LED display indicates if a 

circuit is healthy or if a fuse has blown. In essence it saves you 

time and money, one component used where 10 or more would 

have been otherwise necessary.  

 Pro
Power Key features include  

 3 x ANL fused outputs from 80-500 amp ability (fuses purchased extra, see our gold ANL range for the fuse required). 

 5 x 15 amp continuous outputs with 30 amp fuses (supplied) with one 300 x fuse supplying that section. 

 1 x 15 amp 'maintained' output with 30 amp fuse, extra aux d/c feed position to bypass main feed in event of ancillary equipment 

requiring a permanent feed even if the main battery bank is isolated, such as alarms or bilge pumps. 

 Emergency alternator link in the event of the alternator fuse blowing (this prevents the alternator being damaged). 

 Green LEDs to show the circuit is live (LEDs on all the time when battery is not isolated, it can be switched ‘off’, if preferred, by 

removing a link). 

 Red LEDs to show when fuse has blown (only on when fuse has blown). 

 Cable guides for the low power cables, plus cable ties to be tightened when wiring complete to keep wires tidy and secure. 

 Small footprint very compact design. 

 Most negatives returned to box to enable easy circuit checks. 

Link to be 

removed, if 

green L.E.D.s not 

wanted, red 

L.E.D.s will still 

work in event of 

fuse failure 

15 amp aux feed to bypass the main isolation 

switch to feed  items which require a 

permanent feed for safety reasons such as 

alarms and Bilge Pumps 

aux output such as 

inverter/bow thruster 

up to 500 amp fuse max  

or battery charger 

aux output such as 

inverter/bow thruster up to 

500 A fuse max or battery. 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger inverter/bow 

thruster 

up to 500 amp fuse max 

or battery charger aux output such as  

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger or battery charger 

From alt direct or 

from split charge 

device. 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger aux 

output such as  

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger or battery 

charger 

Isolation 

switch 

up to 500 

amp fuse 

max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 

amp fuse 

max 

or battery 

charger aux 

output such 

as  

inverter/bow 

thruster 

up to 500 

amp fuse 

max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 

amp fuse 

max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 

amp fuse 

max 

or battery 

charger or 

battery 

charger 

5 x 15 amp 

aux outputs 

up to 500 amp 

fuse max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 amp 

fuse max 

or battery 

charger aux 

output such as  

inverter/bow 

thruster 

up to 500 amp 

fuse max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 amp 

fuse max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 amp 

fuse max 

or battery 

charger or 

battery charger 

1 c 15 amp pass outputs 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger aux 

output such as  

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger or 

battery charger 

6 x 15A 

negative 

returns 

up to 500 amp 

fuse max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 amp 

fuse max 

or battery 

charger aux 

output such as  

inverter/bow 

thruster 

up to 500 amp 

fuse max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 amp 

fuse max 

or battery 

charger 

inverter/bow 

thruster 

up to 500 amp 

fuse max 

or battery 

charger or 

battery charger 

Domestic main fuse 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger aux 

output such as  

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger 

inverter/bow thruster 

up to 500 amp fuse max 

or battery charger or 

battery charger 

Domestic  

Battery  

Pos 
 

Aux  

Pos 

 feed 
 

FINISHED UNIT SHOULD LOOK LIKE THIS 

(clear plastic cover lid removed for better picture) 


